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SEAWARD APOLLO+ SERIES USER MANUAL

LIMITED WARRANTY & LIMITATION OF LIABILITY

SEAWARD Electronic Limited guarantees this product to be free from defects in material and
workmanship under normal use and service for a period of 2 years, provided the instrument is serviced
and calibrated by an authorised agent in accordance with the manufacturer’s instructions. The period of
warranty will be effective at the day of delivery.

Manufacturer does not provide any warranty for the following:
1 Any normal wear and tear.

1 Errors or damage caused by: (1) misuse or not using your product in accordance with the user guide,
such as if the product has been exposed to moisture, to dampness or to extreme thermal or
environmental conditions or to rapid changes in such conditions, to corrosion, to oxidation, to spillage
of food or liquid or to influence from chemical products, (ii) using your product with, or connecting it
to, any product, accessory, software, or service not manufactured or supplied by the manufacturer, (iii)
any products combined with your product by a third party, (iv) damage or errors caused by hacking,
cracking, viruses, or other malware, or by unauthorised access to services, accounts, computer systems
or networks; or (v) other acts beyond the manufacturer’s reasonable control.

This Warranty is not valid:

1 Ifyour product, or the software it runs on, has been (l) opened, modified, or repaired without the
Manufacturer’s authorisation or (ii) repaired with unauthorised spare parts;

1 If you have not installed the latest software updates that are publicly available for your product within
a reasonable time of their release; or

1 If you refuse to give possession of the product to the manufacturer for repair and investigation.

(c) Copyright 2020

All rights reserved. Nothing from this edition may be multiplied, or made public in any form or manner,
either electronically, mechanically, by photocopying, recording, or in any manner, without prior written
consent from SEAWARD Electronic Limited. This also applies to accompanying drawings and diagrams.

Due to a policy of continuous development SEAWARD Electronic Limited reserves the right to alter the
equipment specification and description outlined in this publication without prior notice and no part of
this publication shall be deemed to be part of any contract for the equipment unless specifically referred
to as an inclusion within such contract.
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SEAWARD APOLLO+ SERIES USER MANUAL

1 User Notes

This instrument and its operating instructions are intended for use by adequately trained personnel.
Appropriate PPE should be worn at all times when using any Apollo+ unit. Electrically insulated gloves should
be used when performing tasks on live circuits above 50V. Arc-flash PPE selection should be based on an
incident energy analysis.

The following symbols are used in these operating instructions.

Important, follow the documentation!
This symbol indicates that the operating instructions must be adhered to in
order to avoid danger.

Warning of electrical danger!
Indicates instructions must be followed to avoid danger to persons.

Due to a policy of continuous development SEAWARD Electronic Limited reserves the right to alter the equipment
specification and description outlined in this publication without prior notice and no part of this publication shall be
deemed to be part of any contract for the equipment unless specifically referred to as an inclusion within such contract.

2 Safety Notes

This Apollo unit has been built and tested in accordance with:

BS EN 61010-1.
BS EN 61557 part1, 2, 4 and 10.

To ensure safe operation of the unit, all notes and warnings in these instructions must be observed at all times.

If the Apollo+ is used in a manner not specified by these operating instruction then the
protection provided may be impaired

Always ensure that the circuit or appliance under test is electrically isolated.

Do not connect the Apollo+ to electric circuits with nominal voltage greater than CAT 11 300
V AC/DC.

The Apollo+ and all associated cables and leads must be checked for signs of damage before
equipment is operated. Do not use if there are signs of damage. Only use the correct leads
supplied with the Apollo+ Series.

Do not touch test probes beyond the hand barrier on the test probe.

The Apollo+ may apply high voltage or mains power to the appliance under test. Do not
touch conductive parts of the appliance while tests are active.

If the Apollo+ is being used to determine the presence or absence of hazardous voltages,
always prove the operation of voltage measurement function before and after use by
means of a known voltage source or proving unit.

> B B> BB
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Do not operate the Apollo+ in an explosive gas or dust environment.

The Apollo+ has been designed to make measurements in a dry environment.

The Apollo+ includes a rechargeable battery pack which is charged while the Apollo+ Series
is connected to a mains supply. Only a Seaward battery pack should be connected into the
Apollo+ Series. Disconnect the Apollo Series from all leads before opening the battery
compartment.

Do not open the Apollo+, no user serviceable parts.

To avoid losing data or damaging your Apollo+, do not connect power intensive devices
such as external hard drives, or attempt to charge or transfer data to a mobile phone,
camera or similar device via the USB port. Seaward cannot guarantee compatibility with all
USB memory sticks. If you encounter problems using a particular USB memory stick with
your Apollo+, please try using a different brand and/or size of USB memory stick before
contacting technical support.

Where safe operation of the Apollo+ unit is no longer possible it should be immediately shut down and secured to
prevent accidental operation.

It must be assumed that safe operation is ho longer possible:

- If the instrument or leads show visible signs of damage or

- The instrument does not function or

- After long periods of storage under adverse environmental conditions.
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SEAWARD APOLLO+ SERIES USER MANUAL

3 Using Apollo+ Series Firmware on Older Apollo Instruments.

This instruction manual has been produced for firmware installed on the latest Apollo+ Series of instruments.

However, the Apollo+ Series firmware can be used on older Apollo Series instruments, for example:

Apollo 600+ firmware can be used on the Apollo 600+ and Apollo 600.

Apollo 500+ firmware can be used on the Apollo 500+and Apollo 500.

Apollo 400+ firmware can be used on the Apollo 400+ and Apollo 400.

Please note there are some differences in the hardware versions of the Apollo+ Series and also previous
Apollo versions, for example the external battery and increased touch current range, however, the Apollo+

Series firmware can still be used on the original Apollo instruments.

For instructions on how to update the firmware on your Apollo, please see section 15.
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4 Accessories

41 Standard Apollo+Contents (What's in the Box)

slectronically, the display functionality was checked as part'of the process but not used in the data collection

CERTIFICATE OF CALIBRATION

ISSUED BY SEAWARD ELECTRONIC

DATF OF ISSUE 26 July 2017

& SEAWARD  APOLLO 600+
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Apollo+ Instrument

1

2. Professional Carry Case

3. Test Lead 1.2m with Alligator Clip, Red
&. Test Lead 1.2m with Alligator Clip, Black
5. |EC Extension Lead, 0.5m

6. Black Mains Lead

7. USB Download Lead

8. Apollo+ Check Box

9. Calibration Certificate

10. Quick Start Guide
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4.2 Part Numbers

Instrument Only

Apollo 600+ 380A926
Apollo 500+ 380A928
Apollo 400+ 380A930

Accessory Kits without Instrument

Elite Accessory Bundle 380A9912
(includes Test n Tag Elite 2 Printer, Bluetooth Elite 2D Scanner,

2x Elite label 25mm, 2x Elite label 75mm,

Apollo Kit carry case, 110V test adaptor.

Pro Accessory Bundle 380A99M
(includes: Test n Tag Pro Printer, Bluetooth Elite 1D Scanner,

2x Pro labels 25mm, 2x Pro labels 75mm,

Apollo Kit carry case, 110V test adaptor.

Supplied with Instrument

Apollo 600+ Elite Kit 380A9893
Apollo 600+ Elite Kit with 1 year PATGuard 3 software 380A9894
Apollo 500+ Elite Kit 380A9899
Apollo 500+ Elite Kit with 1 year PATGuard 3 software 380A9900
Apollo 400+ Elite Kit 380A9906
Apollo 400+ Elite Kit with 1 year PATGuard 3 software 380A9907
Apollo 600+ Pro Kit 380A9890
Apollo 600+ Pro Kit with 1 year PATGuard 3 software 380A9891
Apollo 500+ Pro Kit 380A9896
Apollo 500+ Pro Kit with 1 year PATGuard 3 software 380A9897
Apollo 400+ Pro Kit 380A9902
Apollo 400+ Pro Kit with 1 year PATGuard 3 software 380A9903
PATGuard 3 Elite 1 Year Card: 400A910
PATGuard 3 Elite Outright Purchase 400A917
PATGuard 3 Software, download 30 day free trial at www.seaward.com/PATGuard3
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4.3 Optional Accessories /Replacement Parts

Test n Tag Elite 2 Bluetooth printer
Test n Tag Elite 2 Durable Label Rolls (52x74mm) approx. 120 off
Test n Tag Elite 2 Durable Label Rolls (52x25mm) approx. 304 off

Test n Tag Pro Bluetooth printer
Roll of Large White Label Rolls (52x74mm) approx. 130 off
Roll of Small White Label Rolls (52 x 25mm) approx. 350 off

Bluetooth Elite 2D Scanner
Bluetooth Elite 1D Scanner

110V Test Adaptor (for Rpe and IR)

3 Phase Leakage Adaptor, Star 5 pin 16A (for Rpe and Leakage)
3 Phase Leakage Adaptor, Star 5 pin 32A (for Rpe and Leakage)
3 Phase Adapter, Delta 4 pin 16A (for Rpe & IR)

3 Phase Adapter, Star 5 pin 16A 415V (for Rpe & IR)

3 Phase Adapter, Delta 4 pin 32A 415V (for Rpe & IR)

3 Phase Adapter, Star 5 pin 32A 415V (for Rpe & IR)

Apollo+ Series Checkbox:

Apollo+ Series USB Download Lead
Apollo+ Series 0.5m IEC Test Lead

Apollo+ Series Red and Black Test Lead Set
Apollo+ Series Red Test Lead

Apollo+ Series Black Test Lead

Apollo+ Series Spare Battery
Apollo+ Series Battery Charger

Apollo+ Series Kit Bag:
Apollo+ Series Carrying Case:

TESTED. TRUSTED.. WORLD WIDE
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339A989
339A9491
339A9490

339A980
339A946
339A947

339A925
339A923

270A076
391A920
391A910
209A910
209A91
209A912
209A913

380A953
396A976
300A002
380A951
380A982
380A983

380A019
380A9910

71G109
380A952
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5 Getting Started

5.1 Getting to Know Your Apollo+ Series

& SEAWARD  APOLLO 600+

> - . ant = &

% 010.. 5 mA
ACD 0..2000ms (I,n= 30mA)

~ imax. 16A/230V / 50Hz

. EDITION

APOLBEERIES o
ST =

1P40 CAT Il / 300V

This device contains
FCC ID:Q0QWT12
IC:5123A-BGTWT12A

( ( Made in U.K. ﬂ
WWW.SEAWARD.CO.UK e

REMOVE ALL CONNECTIONS BEFORE OPENING
BATTERY COMPARTMENT

Test Terminals

Screen

Function Keys F1 - F5
QWERTY Keyboard

Power Off / Stop Key

Power On / Start Key

Arrow Keys

EUT Socket

IEC Inlet

10. Probe Socket 1

11. Mains Inlet / Probe Socket 2
12. USB B Port

13. USB Flash Drive Port (600 Only)
14. Flash (600 Only)

15. Camera (600 Only)

16. Battery Cover

OO mP NN

(Note: Only the Apollo 600+ has the USB Flash Drive Port, Camera and Camera Flash features)
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5.2 Before Using Your Apollo+ Series for the First Time

Before using your Apollo+ Series for the first time, please ensure that you fully charge the instrument using the black
power lead plugged into the mains inlet.

(Note: Please ensure the batteries are fully charged before first use.)

5.3 Powering ON /OFF an Apollo+ Series

Switch on the Apollo+ by pressing and holding, the green ON/START key. After 2-3 seconds the instrument will beep and
the display will show a boot up screen.

m This is the Power ON button.

This is the Power OFF button
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5.4 Apollo+ Series Battery Status Indication

While the Apollo+ Series is powered on there are periodic checks of the batteries. The Apollo will show the status of the
batteries. (Note: The battery symbols are not displayed in real time and may take a few minutes to update.)

L—— ]

[ "

This symbol indicates that the batteries are at 100% capacity.

e
]

¥ There are several symbols which will display the current battery voltage. When these icons are displayed the
batteries are still good.

r‘

F This symbol indicates that the batteries are low. Although tests performed with the batteries in this state are still
valid, all test types may not complete their intended duration. The batteries should be recharged.

i "

This symbol indicates that the batteries are discharged. The Apollo+ will switch itself off after a short period of
time. The batteries must be recharged.

L]

F This symbol indicates that the Apollo+is bulk charging batteries at the full charge current.

e

I{I'

This symbol indicates that the Apollo+ is trickle charging the batteries with reduced charge current. This is
known as the Top Up Charge.

L ———rd
]

 This symbol indicates that the Apollo+ has detected a fault with the battery or battery charger circuit. Unplug
the Apollo from the mains supply and wait 2 minutes before reconnecting the mains. If the fault persists then
return the Apollo+ for service.

5.5 Charging the Battery Pack

The battery pack will be charged whenever theollot+ Serieds connected to thélainsSupply regardkss of whether
the instrument is switched Obr OFF

The typical charging current is set to 500mA but this may varfgeagstrument also includes prharge and top up
charge modes.

When no tests are being perforrdéhe battery packshould befully recharged after 7 hours.

5.6 Replacing the Battery Pack

ff} Before opening theApollo+ Seriedbattery compartment ensure that all test leads and accessories are
disconnected.

- Power off the instrument.
- Disconnect all tedeads and accessories.
- Position the instrument face down and remove the screw holding the battery compartment cover in place.
- Remove the battery compartment cover.
- Remove the battery pack from the compartment and unplugrthdtiway connector.
- Connect thanultiway connector of the new battery to theonnectorin the battery compartment; [acethe
new battery pack into the compartment.
- Relocate the battery compartmembver and fasten in position with the battery compartment screw.

ONLY USE A REPLACEMENT BATTERY PACK THAT HAS BEEN SUPPLIED BY SEAWARD OR A SEAWARD APPROVED
DISTRIBUTOR.
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5.7 Getting To Know the User Interface

04/011813:15:25 |  admin [ () -I

Asset |D: 0001 Duration: 5.00 s (3 s)
F Limit:0.100

Insulation (500V) 0 03 Q
I

|
0.1 1 10 100

1312017 11:48:05 |  admin  [FEG ()

..............................

‘ 0 ® B

View Data Bluetooth Download Upload
1 3 5 7
2 abca
Users PAT Edit Time Date Memory
2 4 6 8

O o

1. Information bar - This area of the screen shows the Date, Time, Current User, Battery Status and connection Status.

2. Test sequence table - This area is only displayed in test mode showing the tests within the selected test sequence. This
will also display the results and status of the results that have been performed. Generally, in manual mode, this table will
only show one test.

3. Test details - This area is only displayed in test mode showing the details specific to the active test. This includes the
measurement, an analogue measurement graph, the duration and limit. Some tests may show more than one
measurement.

4. Main area - This area is used to display menu items, text fields or forms.

5. Function key icons - This area of the screen is used to identify the current action assigned to each function key (F1 to
F5).
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6 User Options (PAT Settings, Apollo 500+ and 600+ only)

PAT Settings is used to setup standard user preferences, such as the options after each test. Note this is only applicable
with the Apollo 500+ and 600+, User Options (PAT Settings) is not applicable with the Apollo 400+,

.»-El*&
User options can be accessed from the Home Screen @ by selecting (F1) for the Portable Appliance Testing
window
- - [ = — I~
30/09/20 14:08:00 admin : L

APOLLOSERIES
STH

EDITION

PAT | A = 6

In the Portable Appliance Testing window select the Tools function { (F4) to enter the User Options / PAT
Settings window.

The User Options or PAT Settings window consists of 3 pages and the function keys on these pages correspond to the
following:

s N

@—mm  Use F1 to return to the Home Screen, without saving.
T UseF3to go to the next User Options / PAT Settings page.
L I] Use F4 to save changes and return to the Portable Appliance Testing Menu.

Use F5 to return to the Portable Appliance Testing Menu, without saving.
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2 admin e ()

Asset Id: Blank M
Start Increment: | 1

On Test Fail: Fail Menu ~|
After Test: New Test ~|
Leakage result: |Worst El
Earth Result:  [Last ~|
Earth Reverse: | Off El
Sub Lkg Factor: [0 % ~|

ﬁ T = @

Asset ID:
Blank / Repeat Last / Increment

This can be set to present a blank field, repeat the last Asset ID or automatically increment the Asset ID number

for each successive test.

Start Increment:

This field is used to set the starting point for the auto increment feature. The value entered can be numeric or

alpha-numeric ending with a numerical value.

Note; if you want data to display in the correct numerical order in PATGuard 3 then, for example, use “0001”

instead of “1”

On Test Fail:
End Test / Fail Menu

In the event of a test failure during an automatic sequence, the Apollo can be configured to either End Test,
which will terminate the test sequence or present a Fail Menu, which will provide the following list of options:

Restart Test
Skip Test
Restart Test Sequence

Abort Test Sequence (Don’t Save Results)
End Test Sequence (Save Results)

Note: Restart Test is useful for coping with situations such as forgetting to connect the earth continuity probe.
End Test Sequence will record a Fail result whereas Abort Test Sequence does not record a result.

After Test:

New Test / Print Label / Print Results / Options Menu

There is a choice of 4 actions to be carried out at the end of a test sequence.

New Test will allow data to be saved at the end of a test using L I] (F4) and then open the Asset Details

window ready for a new test.

TESTED. TRUSTED.. WORLD WIDE
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Print Label will allow data to be saved at the end of a test using “— (F4) and then open the Print Label
window. When printing is complete, the tester will stay in the Print Label window until printing is complete
=

|
| I
or you can return to the Test Details window using = (F5), ready to start the next appliance.

Print Results will display the Print Test Results menu, selecting Print (F4) will send this to a connected
.

]
L

Bluetooth printer or you can return to the Test Details window using ™ (F5), ready to start the next appliance.

=

Options Menu will allow data to be saved at the end of a test using “— (F4) and then open the Test Details

window. Pressing == (F4) will proceed to the Test Result Options window with a list of addition options:
View Test Results
View Test Sequence
Information
Print Test Results
Print Label
The Up / Down keyboard arrows keys, on the keyboard, can be used to highlight an option which can be
& =
- |
selected using (F4) or you can return to the Test Details window using - (F5), ready to start the next

appliance.

Leakage Result:
Last / Worst
This field can set to “Last” where the last reading taken during the measurement period is compared with the
pass/fail limit or “Worst” where the highest reading taken during the measurement period is compared with the
pass/fail limit.

Setting the field to “Worst” will cause the leakage result to fail if the reading exceeds the limit value at any point
during the measurement period.

Earth Result:
Last / Worst
This field can set to “Last” where the last reading taken during the measurement period is compared with the
pass/fail limit or “Worst” where the highest reading taken during the measurement period is compared with the
pass/fail limit.

Setting the field to “Worst” will cause the earth continuity test to fail if the reading exceeds the limit value at any
point during the measurement period, for example if there is a momentary break in the protective conductor
when the mains cable is flexed.

Earth Reverse:
Off /On
This field is used to enable or disable automatic reversal of the earth continuity test current polarity. “Off” sets
the earth continuity test current to +200mA and “On” sets the earth continuity test current to +200mA followed
by -200mA.

Sub Lkg Factor:
0% /6% /10%
This field is used to set the substitute (alternative) leakage scale factor to 0%, 6% or 10%. The substitute
(alternative) leakage reading is then calculated for 230V (0%), 244V (6%) or 253V (10%).
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13112117 10:32:07 §

Comments:

New Comments:
CheckBox Interval
Comment Line:

admin — %

| Always ~|
|Clear ~|
None ~|
|Notes ~|
| Notes ~|
|Notes ~|
| Notes ~|
5 = @

Comments:
Always / On Pass / On Fail / Never

Can be set to open the comment window: Always (after every test sequence), if the test result is a Pass, if the

test result is a Fail or Never.

New Comments:
Clear / Same as Last

This field can be set to Clear where previous comments are removed from the comments fields or Same as Last
where the previous remain in the comments fields. This can be useful when performing repeated tests on the

same type of appliance.

Checkbox Interval:
None / Daily / Weekly / Monthly

This field is used to set the frequency of the Checkbox reminder to None, Daily, Weekly or Monthly.

Comments Line:

Notes / Asset Description / Asset Group / Make / Model / Serial Number / Location / Code / Asset Description

(fixed) / Notes (large field) / RFID Data

This allows the field descriptor for each of the four comment lines (text lines) to be changed to show: Notes,
Asset Description, Asset Group, Make, Model, Serial Number, Location, Code, Asset Description (fixed), Notes
(large field) or RFID Data as required (note this also needs to be setup in PATGuard).
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6.3 User Options / PAT Settings - Options Page 3

131217 10:32:110 & admin — %
Choose the list to delete from:-
Site List -
Select the item to delete:-
Site 1 -
s "% Delete ] 0
IL_RE| Single T L | CI::))

Page 3 of the PAT Settings options allows items to be deleted from various lists that exist on the instrument.

Choose the list to delete from:-

Site List / Location List / Comments: Description / Comments: Make / Comments: Model / Comments: Asset

Group / Comments: Manufacturer / Custom Test: Test Name / Custom Test: Test Units / Custom Test: Test
Results

The keyboard arrow keys, on the instrument, can be used to highlight the list to be deleted, for example “Site
List”

Select the item to delete:-
With the correct list highlighted, the item on the list to be deleted can also be highlighted.

To delete the item selected use “Delete Single” (F2), a warning message is displayed confirming the list and item
to be deleted.

Note: Default items can be deleted, however, if all items have been deleted the list will revert back to the
original default, for example “Site 1".
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7 Setting Up Your Apollo+ Series Instrument

7.1 Main Menu Navigation

O =
The Main Menu window can be accessed from the Home Screen = == by selecting =L (F4).

12/12/17 09:07:44 £ admin 0
| J 4 =
x?'ié’é;;;"'ﬁ';iié Bluetooth Download Upload
1 3 5 7
Users PAT Edit Time Date Memory
2 4 6 8
e 'Y
il @ O

There are 8 available options, in the Main Menu window, for the Apollo 500+ and 600+,

13/12/17 10:41:30 § admin ()
=R J ® =
View Data Bluetooth Download Memory

1 3 5 7
Users PAT Edit Time Date

2 4 5]
P, "N
On @ O

There are 7 available options, in the Main Menu window, for the Apollo 400+, as Upload is not applicable.
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The functions keys in the Main Menu window correspond to the following:

Use F1 to return to the Home Screen.

Use F4 to accept /select a highlighted option (highlighted using the keyboard arrow keys).

@ Qi

Use F5 to display support information / firmware version and calibration details.

In addition to using the keyboard arrows keys to highlight an option (and select using F4) options can be selected by
pressing the corresponding number on the keyboard. For example, select 1 for “View Data”.

7.2 Main Menu Window - View Data

% By selecting View Data (1), in the Main Menu, you can view any data that you have saved in the Apollo+ by Site,
Location or Asset ID.

1311217 10:41:52 8 admin ()
| 2/2
Site1 ________|Location ASSET1
Site 1 Location 1 ASSET 1

The functions keys in the View Data window correspond to the following:

P, N

@—mm Use F1 to return to the Home Screen.
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1311217 10:41:41 8 admin J— []
% AssetID: [* |
Site: [* M
Location: |* ~|
User: [* |
Status: [All M
Date From: 1 Jan 2000 -
Date To: |13 Dec2017 =
Pa '}
o @ 2

Select the filters you wish to apply, using the keyboard arrow keys on the keyboard, and use @ (F4) to accept

or (F5) to cancel / return.

AlZ
A Use F3 to sort the records by Site, Location or Asset ID and give a customised view. If the left or right keyboard
arrow keys are selected, in this window, the display will jump up or down to the next page, respectively.

131217 10:41:36 a

Site 1

admin

Location 1

= ()
1

ASSET1

22

ASSET1

OB @ 2

@ This is the Accept function, use the keyboard arrow keys to highlight an asset and use F4 view any

corresponding results.
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13112117 10:41:56 £

admin B ()

Site 1, Location 1, ASSET1
Date / time

2017-12-12-15-19-49 | PAT_Results

ltem

e © 2

Once in the asset / record you will be given a list of items under that record such as PAT results and JPEG images,
depending on what results have been saved against that asset. .

Press (F4), again to open an item. Alternatively, individual items can be deleted using @ (F3).

13/12/17 10:42:10 §

admin | ()

| Test Details
Asset ID: |[ASSET1
Site: | Site 1
Location: | Location 1
Tested by: |admin
Tested on: |12 Dec 2017 15:19
Status: |Pass
Test type: [Visual
Test Period: |6 months
O g 2

When viewing a PAT_results record, use the Menu icon ? (F4) to access the Test Results Options window. In here

you will be able to select one of the following:

View Test Results
View Test Sequence
Information

Print Test Results
Print Label

TESTED. TRUSTED.. WORLD WIDE

displays the test results on the screen

displays the Test Sequence used

displays the information in the Comment Line(s)
allows the results to be printed as a list

allows the printer to be setup and a label printed
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12/12/17 09:40:19 a admin

| Test Result Options

View Tests Results
View Test Sequence
Information

Print Tests Results

Print Label

; Use F5 to return to the Main Menu.

7.3 Main Menu Window - User SetUp

o

By selecting Users (2), in the Main Menu, you can setup new, edit and delete user accounts. Users can alter their

own screen power save time, auto power down, background image, avatar (default is blank) and power on

screen.

Note: the Apollo 400+ only has one additional account and limited functionality - not all aspects apply here.

13/12/17 10:44:39 £ admin

Screen power save time|f]

Auto power down 5

Background image | Seaward

Avatar

Power on Screen| PAT Testing

2 & &
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The functions keys in the Users window correspond to the following:

s N
B

@—mm Use F1 to return to the Home screen.

H:/> Use this button (F2) to Select a new user. Select the User name, from the dropdown and enter the correct
Password to change the current user of the tester.

2111217 13:46:20 & admin —-g

Select a new user

User name | admin -

Password

= Use this button (F2 in the Select a new user window) to change the password for the current user. Enter the

Existing Password, enter a New Password and then Confirm New Password (Apollo 500+ and 600+ only).

Eﬂ Use F3 to enter the user privileges menu, this allows users to view their current privileges. Users with the correct
privileges will also be able to edit their own and other users privileges by selecting the user they wish to edit
from the dropdown.

211217 12:50:16 &) admin 0
Username |admin ~|
Type |Expert ~|

PAT Settings (=] Restore factory settings (=
Download to PC (s Edit test sequence (=)

Upload from PC (=) Edit users 8
Adjust Date/Time (=) Camera (s
Bluetooth (s Delete Results (=)

& & B & 9
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This is the New User button (F1 in User Privileges menu). ANew User can be setup by adding a Username and
Password and selecting Save (F3). The New User can then be selected in the Username field of the User
Privileges screen. Select the Type of user (Expert or Novice), privileges can be setup by using the Enter Key to
check or uncheck, if a privilege is checked, the user has access to that feature or function. To block a feature or
function, for example adjusting the Time/Date, uncheck that function before saving (F3). Please note that items
not selected, left unchecked, for example adjusting the Time/Date, will be greyed out in certain menus of the
instrument.

This is the Delete User button (F2). It will delete whichever User is currently selected in the Username dropdown.
Please note that the admin user cannot be fully deleted.

Press this button (F3) to Save changes and return to the previous screen.

This is the Copy User function (F4). This will copy the settings and preferences of the current user to a new user
account (Apollo 500+ and 600+ only).

Use F5 to return to the Users menu.
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7.4 Main Menu Window - Connecting Bluetooth Devices

U Select this icon (3) to setup your Bluetooth accessories to work with the Apollo Series. The Apollo Series
can be connected to Bluetooth accessories including bar code scanners, printers, smart phones and
RFID scanners (Note: Only the Apollo 600+ in the series has the RFID Scanner feature).

Switch on the Bluetooth device you wish to pair with and ensure it is discoverable.

The functions keys in the Bluetooth window correspond to the following:

V'8

aElcm Use F1 to return to the Home screen.

14/12/17 09:55:07 £ admin = 0
Bar Code: -
Printer: -
Maobile Device: -
RFID Reader -
b 'S ) 7] =
CIDDE- Enﬂ(\_ [j <:i)

&

The Bluetooth Search button (F2) will search the area for Bluetooth discoverable devices and return to the
previous menu. You can then use the keyboard arrow keys to select the correct Bluetooth ID from the
dropdowns for your Bar Code scanner, Printer, Mobile Device or RFID Reader (Note: Only the Apollo 600 in the
series has the RFID Scanner feature).

Select Bar Code field and choose your scanner from the list using the keyboard arrow keys.

Select Printer field and choose your printer from the list using the keyboard arrow keys.

Select Mobile Device field and choose your device from the list using the keyboard arrow keys.

Select RFID Reader field and choose your device from the list using the keyboard arrow keys. (Note: Only the Apollo 600
in the series has the RFID Reader feature).

L I] Press this button (F4) to Save changes and return to the Main Menu.
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7.4.1 How to Setup a Printer with your Apollo+ Series

(Note: You will require PAT test data to be already stored on to the instrument and a printer to have been paired before
you attempt the following steps)

* Select View Data (1), in the Main Menu, to access previously saved data on the Apollo+ Series.

1311217 10:41:52 8 admin J— O

| 2/2
ASSET1 | |
Site 1 Location 1 ASSET 1

OB @ 2

Highlight an asset and use the Accept function @ (F4) to select this.

13112/17 10:41:56 admin J— O

Site 1, Location 1, ASSET1
Date / time ltem

O e © 2

Once in the asset test details page you will be shown a list of items under that record (this could be one or many),

highlight a PAT_Results entry and use (F4) to Accept.
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1312/17 10:42:10 § admin —
| Test Details
AssetID: |[ASSET1
Site: | Site 1
Location: |Location 1
Tested by: |admin
Tested on: |12 Dec 2017 15:19
Status: | Pass
Test type: [Visual
Test Period: |6 months
Pa ' I 0
On = o)
(—

In the Test Details window, use the Menu icon

in
i~ (F4) to access the Test Results Options window.

12112/17 09:40:119 £

admin

| Test Result Options

View Tests Resulis
View Test Sequence
Information

Print Tests Results

Print Label
O @ 2

In the Test Result Options window, highlight and select Print Label using the Accept function O (F4), this takes you
to a selection window and displays a virtual representation of the label.

TESTED. TRUSTED.. WORLD WIDE
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09/01/18 16:26:35 a admin E. @ %

Last Test 4 Jan 2018
Retest 4 Jan 2018
Tested By admin
Status Pass Format
|I’Il 0002
I 1

B X b =)

K To setup the printer and label options select Tools (F2), this displays the printer setup menu:

09/01/18 16:26:45 a admin E. @ %

Title:

Label Size: 75mm |
Pass Logo: EI
Fail Logo: M
Density 5

Printer Test n Tag Elite M

O & )

Using the keyboard arrow keys, highlight the bottom field for Printer and, from the dropdown, select the Bluetooth
printer you paired earlier (Note: This will add / remove fields depending upon the selection made).
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Using the keyboard arrow keys, select the various options, applicable with the printer /instrument.

Test n Tag Elite 2, options:

Title: free text field - to display information on label
Label Size: 75mm
25mm

75mm Extra Durable
25mm Extra Durable

Use QR Code Choice Yes or No (not Apollo 400+)

Pass Logo: Choice of using the default logo or upload own logo (hot Apollo 400+)
Fail Logo: Choice of using the default logo or upload own logo (not Apollo 400+)
Density Print density - default 5

Printer selection of printer type.

Test n Tag Elite (Test n Tag Elite 1 - printer now obsolete), options:

Title: free text field - to display information on label
Label Size: 75mm
25mm

75mm Extra Durable
25mm Extra Durable

Pass Logo: Choice of using the default logo or upload own logo (hot Apollo 400+)
Fail Logo: Choice of using the default logo or upload own logo (not Apollo 400+)
Density Print density - default 5

Printer selection of printer type.

Test n Tag Pro, options:

Title: free text field - to display information on label
Label Size: 75mm

25mm
Pass Logo: Choice of using the default logo or upload own logo (hot Apollo 400+)
Fail Logo: Choice of using the default logo or upload own logo (not Apollo 400+)
Printer selection of printer type.

Test n Tag (Kroy 3000 series printers - printer now obsolete), options:

Title: free text field - to display information on label

Pass Logo: Choice of using the default logo or upload own logo (hot Apollo 400+)
Fail Logo: Choice of using the default logo or upload own logo (hot Apollo 400+)
Density Print density - default 5

Printer selection of printer type.

==,
B D
Use “— (F3)to Save / confirm these changes and return to the virtual printer window or use (F5) to return to the
previous window without saving.

Avirtual label image will be displayed, which may show a Company Logo or QR depending upon previous selections,
and is now ready to be printed.
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09/01/18 16:18:36 a admin ,i' - ! =
Last Test 4 Jan 2018
@ SEAWARD Retest 4 Jan 2018
Tested By admin
PASSED Status Pass| Format
INSPECTION TEST ||"|l|ﬁﬁ;iﬁl 1

W W seaward.com

2 X » & 2

Above is an example of virtual label image showing the Seaward example pass logo example_logo_1.bmp. Alternative
logos can be loaded and used (hot applicable to the Apollo 400+)

Alternative versions of the label can be selected using the function key F3.

09/01/18 16:18:53 a admin :' -] ! -
Last Test 4 Jan 2018
Retest 4 Jan 2018
Tested By admin
Status Fass| |Format
onoz

1

e '} g & L =
B = &

a

Above is an example of a virtual label image showing a QR code. Again, alternative versions of the label can be selected

»

using the function key F3.

(Note: Only the Apollo 500+ and Apollo 600+ in the series have the QR code feature)

When the Apollo+ Series is connected to the Bluetooth printer it will display a Printer icon ==, using F4 will enable a
label to be printed.
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7.5 Main Menu Window - Automatic Test Sequence Editor (PAT Edit)

Although the Apollo+ Series comes with a number of pre-defined Test Sequences (see section 17.1), you can modify

existing or create new test sequences of your own.

Note: the Apollo 500+ and 600+ come with 25 pre-defined test sequences and the ability to add another 75 custom
sequences. The Apollo 400+ comes with the same 25 pre-defined test sequences but to create a custom sequence a pre-

defined test sequence (one of the original 25) will need to be edited or, alternatively,

.."_'..

deleted first.

.
By selecting PAT Edit (4), in the Main Menu, you can setup new, edit and delete test sequences. This shows a list

of all current test sequences.

30/09/20 14:21:30 admin F—y

| Edit Test Sequences

.CL1500V IR

CL2 500V IR

Lead 0.1 Ohm 500V IR
Visual Only

4 Way Lead 0.2 Ohm 500V IR
Lead 0.2 Ohm 500V IR

2 1 &3 |

o e

Altering Test Sequences: with a sequence highlighted, press the menu button
Options menu.

13/12/17 10:50:08 a admin o

| Test Sequence Options

Edit

Copy
Delete
Add New
Insert New

O
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—
(F3) to open the Test Sequence
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Select Add New using the keyboard arrow keys and the Accept button O (F4). This will add a New Test
Sequence to the bottom of the test sequence list.

With the New Test Sequence highlighted press the menu button

Options menu.

Edit

Copy
Delete
Add New
Insert New

1

(F3) to open up the Test Sequence

edits the highlighted sequence.

makes a copy of the highlighted test sequence.
deletes the highlighted test sequence.

adds a nhew test sequence to the bottom of the list.
adds a new test below the highlighted test sequence.

Select Edit using the keyboard arrow keys and the Accept button O (F&). This will open up the test

sequence for editing.

11/01/18 12:23:10 a

admin

| Edit Test Sequence

New Test Sequence

@ Add Test function (F2). This will add a new test directly under the currently selected test.

@ Delete Test function (F3). This will delete the highlighted test from the test sequence.

-
/ Edit Test function (F4). This will edit the highlighted test.
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Use F5 this to return to the previous window without saving.
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V|

To edit the name of the sequence press the Edit button

=

press the save button to store = (F4).

(F4). You can then give it a relevant name and

Press the Add Test button O (F2) to add a test or inspection to the sequence. Use the keyboard arrow keys
to select which test or inspection you would like to add from the list and the pass /fail limits or select the user

test option (Apollo 500+ and Apollo 600+ only) - Accept using button (F&).

Note: If you select the Custom User Test (Apollo 500+ and Apollo 600+ only) option you will then need to give it
a name from the dropdown or by free typing into the box. You can then add the units of what you would like to

=

record if relevant and press the save button * ! (F4) to store.

Repeat until you have added all of the required steps.

e

F,
Once complete press the Back button \ (F5) and then select Yes by pressing the Y key when asked if you
want to save changes.

22,

The newly created Test Sequence can be moved up or down using the function keys U (F2) or down ﬂ (F4).

B PAT
Return to the Home screen @ == (F1). Select (F1) and then Auto test *s=* (F2), your new Test Sequence
will be available from the dropdown list.

7.6 Main Menu Window - Time and Date Setup

By selecting Time Date (6), in the Main Menu, you can update the time and date stored on the Apollo+ Series.

1311217 10:58:35 & admin ]

T

Time: [0:58:33 am ]

Date: 13/12/2017

-

-

= )

Use the Left / Right keyboard arrow keys to highlight the required parameter and then use the Up / Down keyboard
keys to increase or decrease this, respectively.
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7.7 Main Menu Window - Memory Options

Note: the Memory option can be used to reset factory settings / delete data or clear Bluetooth settings on the Apollo+
Series.

*
Select Memory (7 on the Apollo 400+ or 8 on the Apollo 500+ or 600+), in the Main Menu to access the Memory
Usage window.

211217 132241 § admin g
Memory Usage
Total Slots 169 /50000 (0%)
Created Uploaded

PAT test results 35 0
Risk Assessment forms 0 0
Health and Safety forms 0 0
Photographs 2 0

O =)

Note: the Memory Usage window will vary depending on which Apollo+ Series instrument is being used.

Use the function key F4 to access the Memory options window:

13112117 11:56:14 £ admin = ()

= Set Default Settings

(=] Restore Default Test Sequences
=) Delete Bluetooth Favourites

(=] Delete Test Results

= Delete Uploaded memory

O @ 8 2

Note: the Memory options window will vary depending on which Apollo+ Series instrument is being used.
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The following delete /restore options are available;

Set Default Settings reset factory User settings
Restore Default Test Sequences resets factory Test Sequences
Delete Bluetooth Favourites deletes the Bluetooth favourites
Delete Test Results deletes tested results

Delete Uploaded Memory deletes uploaded results

Use the Up / Down keyboard keys to highlight the red square to the left of the item required to delete / restore.

With the item highlighted now use the Left / Right keyboard arrow keys to place a smaller square within
highlight square. Alternatively the Accept button (F3) can be used.

=

When Save = (F4)is selected the following warning message is displayed.

Are you sure?

The selected items
will be restored to
factory settings.

If you are sure you want to continue selectY or use the Return key, finally a confirmation message will be displayed and
the delete /restore is complete.

Note: once data has been deleted it cannot be recovered.

TESTED. TRUSTED.. WORLD WIDE Page 39 of 80



SEAWARD APOLLO+ SERIES USER MANUAL

8 Downloading your Apollo+ Series

The Apollo+ Series has the ability to download in the following formats:

To PATGuard 3 creates a .gar file for use with PATGuard 3

Clone Data creates a backup file (.tar) with the current user setting -
(Apollo 500+ and 600+ - not applicable to the Apollo 400+).

AScCIl creates a .txt file

To other software creates a .tar file for use with other software

8.1 Downloading From Your Apollo+ Series to PATGuard 3
=

" From the Main Menu select Download by using the keyboard arrow keys or selecting key number 5.

1311217 10:52:49 0 admin ()
Download from Apollo | To PATGuard 3 ~|
using :- | % USB-PC cable -

Filename:- |admin_20171213_24E-0397
F2 to apply filter, F4 to save everything.

A - w D

In the Download from Apollo field select To PATGuard 3, using the keyboard arrow keys to select from the
dropdown menu.

(a) In the “using:-” field select “ @ USB-PC cable” (for the Apollo+ Series).

or

(b) In the “using:-” field select “ Flash Memory Stick” (Apollo 600+ only).

Add or alter the filename in the Filename field.

(a) Connect the USB lead between the PC and Apollo (for the Apollo+ Series).
or

(b) You will be prompted to “Insert USB memory stick....” any data on this memory stick will be displayed
in the bottom box (Apollo+ 600 only).
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&
ALL \6
You now have a choice of either downloading all data = (F4) or to filter by selecting W (F2).

11/01/18 13:08:12 a admin f—

:T% Asset ID:

|
Site: [* ~|
Location: [* M|
Date From: |11 Jan 2018 :
PAT Tests:® Date To: |11 Jan 2018 :
Universal Risk:3
H and S:x

O @ 2

Note: If filtering the data, select the filters you wish to apply using the keyboard arrow keys and when complete

press Accept using (Fa&).
The download is complete after the blue bar reaches 100% and either:-

(a) the file appears in an additional Apollo drive (for example Apollo E:) that will now appear on your PC. This
can be viewed using Windows Explorer (for the Apollo+ Series).

(b) the file appears on the memory stick, remove the memory stick from the Apollo and transfer it to the PC
(Apollo 600+ only).

On PATGuard 3 (hote, see additional application nhote / PATGuard 3 help guide for more information).

Open PATGuard 3 on your PC. If you already have a database open you are ready to download, if not, you will
need to either open a file (database) or create a new database.

In an open PATGuard 3 database select Instruments and then Add a Test Instrument using the icon - select
your instrument name using the dropdown and enter the instrument serial number.

Select Data Transfer and Download from Tester, if you receive a message Error: Unable to detect an available
com port, click to accept.

Select your instrument from the dropdown box and

(a) Browse for the *.gar file in the Apollo drive. Select open, then OK and your downloaded data should appear in
the PATGuard 3 database (for the Apollo+ Series).

(b) Browse for the *.gar file on the flash memory stick. Select open, then OK and your downloaded data should
appear in the PATGuard 3 database (Apollo 600+ only).
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8.2 Downloading Clone Data from an Apollo 500+ or 600+

Note: Downloading Clone Data can be used to backup current user settings or to transfer to another Apollo
500+ or 600+, not applicable to Apollo 400+,

“" From the Main Menu select Download by using the keyboard arrow keys or selecting key number 5.

In the Download from Apollo field select Clone Data. using the keyboard arrow keys to select from the
dropdown menu.

|
(a) In the “‘using:-” field select “ \ﬁ:}g USB-PC cable” (for the Apollo500+ or 600+).

or

(b) In the “using:-” field select “ w Flash Memory Stick” (Apollo 600+ only).
ALL
Connect to the PC with USB cable or insert USB memory stick when prompted and press save all * (F4).
The Apollo+ will beep and display Data has been saved OK when the clone file has been transferred.

If you have used the USB - PC lead you will need to save the file to a location on your PC. If you have used a USB
memory stick you can then remove it from the tester and the file will be saved.
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9 Uploading your Apollo 500+ and 600+

The Apollo 500+ and 600+ have the ability to Upload from the following:

From PATGuard 3 uploads a .gar file from PATGuard 3

Printer Logos uploads custom logo that can be used on the 75mm labels
Clone Data uploads a backup file (.tar) with the current user setting
Background images uploads an image that can be used for a background image
List Configuration Data uploads user defined configuration data

Note: Apollo 400+ does not have an Upload facility.

9.1 Uploading from PATGuard 3 to an Apollo 500+ or 600+
A=

From the Main Menu select Upload by using the keyboard arrow keys or selecting key humber 7.

In the Upload data into Apollo field select From PATGuard 3, using the keyboard arrow keys to select from the
dropdown menu.

!'_' O
In the “using:-” field select “ lig USB-PC cable”. An additional Apollo drive (for example ApolloXXXX:) will
appear on your PC, as long as a USB cable is connected. (Apollo 500+ or 600+)

or

In the “using:-” field select “ ﬁ Flash Memory Stick” (Apollo 600+)

-]

Add Test
I
In PATGuard 3, If you have not already, select “Instruments” and “Add Test Instrument” nstrument
A X1 PAT Testing . . .
In “PAT Testing” | |, select the “Site” or “Location” you wish to upload.

_
(<)
Upload
Select the “Data Transfer” tab and “Upload to Tester” ot&ter | select the “Destination” test instrument and correct
drive (from the dropdowns - this will be either the ApolloXXXX: drive or Flash Memory Stick drive from a
previous step - next select the Site & Location you want to upload including the data to be included (where
applicable) - press OK.

A message saying - “File Saved Successfully :\ApolloUpload.gar” should appear on the PC

On the Apollo the message “Save data to Apollo drive, press F3 when done” - select this using the function key

(F3). The following message will then appear on the Apollo “Valid Data files from PC. Select one of these
files and press F4. Select the file containing your uploaded data (*.gar), using the keyboard arrows keys, and save

=

by selecting = (F4) (USB-PC cable, Apollo 500+ or 600+)

or
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After transferring the USB memory stick (you will receive a message if you have not done this), in the field below
“Valid data files from USB memory stick. Select one of these files and press F4” - select the file containing your

uploaded data (*.gar), using the arrows keys, and save by selecting — (F4) (Flash Memory Stick, Apollo 600+)

Note: When selecting one from multiple files please ensure the correct file is highlighted.

A message saying “SSS data uploaded OK” will be shown on the Apollo 500+ or 600+

Note: The uploaded data is displayed in a different location to the already tested data: From the Apollo 500+ or

Ty

600+ Home Screen = == select Main Menu =5 (F4), then select View Data %, (1) and then the Filter
(—

\

button | + (F2).

In the Status: section select Uploaded using the keyboard arrow keys and Accept O (F4). In this new list all
the uploaded data will be displayed.

9.2 Uploading Printer Logos to an Apollo 500+ or 600+

Note: Create your logo ensuring it is a .bmp (bitmap image), it is black and white (monochrome -1 bit depth),
has maximum image dimensions of 320 pixels by 240 pixels and has a maximum file size of approximately
15,000 Bytes (15KB).

Er

From the Main Menu select Upload by using the keyboard arrow keys or selecting key number 7.

In the Upload data into Apollo field select Printer Logos, using the keyboard arrow keys to select from the
dropdown menu.

Follow a similar method described in the Uploading from PATGuard 3 to an Apollo 500+ or 600+
When the file is successfully uploaded New printer logos installed OK will appear above the file name.
-

|
. T—
Return to the Main Menu using function key F5. ™

Select View Data * by selecting number 1

Note: You will require test data to be already stored on the instrument to do this.

Select an asset using the keyboard arrow keys and Accept O (F4).

Select a full test result using F4 again to display the Test Details for the asset.

—y

—

Select menu/options, function key F4, to display the Test Results Option.

Highlight and select Print Label using the keyboard arrow keys and Accept O (F4&).
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A virtual image of the current label is shown on the instrument and other label formats can be selected using

function key (F3).

To select the logo that was uploaded use the Tools function key {’ (F2)

Using the keyboard arrow keys, select either the Pass Logo: or Fail Logo: field, the uploaded logo should be
available for selection. After highlighting the required logo, ensure you select the correct Printer and then save

=

this setting by using Save “— (F3).

Your logo should now appear on the instrument, as a virtual label image, and is ready to be printed. Alternative

»

versions of the label can be selected using the function key (F3).

9.3 Uploading Clone Data to an Apollo 500+ or 600+

E=r s

From the Main Menu select Upload by using the keyboard arrow keys or selecting key number 7.

In the Upload data into Apollo field select Clone Data, using the keyboard arrow keys to select from the
dropdown menu.

Follow a similar method described in the Uploading from PATGuard 3 to an Apollo 500+ or 600+

When the file is successfully uploaded a message stating Clone Completed OK, now power off is displayed,
switch the Apollo+ Series off and then back on again to complete the upload.

9.4 Uploading Background Images to an Apollo 500+ or 600+

Note: Create your background image ensuring it is .png format and 478 x 190 pixels (to fill the screen). If you
upload a smaller image it will be repeatedly displayed on the screen creating a tiled effect..

Er

From the Main Menu select Upload by using the keyboard arrow keys or selecting key number 7.

In the Upload data into Apollo field select Background Images, using the keyboard arrow keys to select from
the dropdown menu.

Follow a similar method described in the Uploading from PATGuard 3 to an Apollo 500+ or 600+

When the file is successfully uploaded New Background image installed OK will appear above the file name.

==

=

Return to the Main Menu using function key F5.

aP

From the Main Menu select Users L—"_J by selecting humber 2

The current user Background image can up changed / updated using the arrow keys to select from the

dropdown.
=

Confirm the User changes by selecting Save = (F4).
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9.5 Uploading List Configuration Data to an Apollo 500+ or 600+

The Apollo 500+ or 600+ will allow you to upload a text file containing an updated list of descriptions that can
be selected by the instrument. The lists that can be updated are (note; in brackets are the names used by the
text file to represent that field and the maximum number of possible

Apollo 600+

Apollo 00+
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